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secure your peace of mind




It is important to use this sheet in

 conjunction with the installation drawing.          

METHOD STATEMENT - FITTING INSTRUCTIONS
OUTER POST - INCLUDING LIFT ASSIST.

Area to be CAT scanned for underground services before commencement.
1.
Mark a 300mm square hole on the ground.

2.
Cut the surface to a depth of 75mm with a cutting disc.

3.
Cut out the centre of the hole with a hammer drill (Kango).

4.
Dig the hole to a final depth of 1050mm which ensures that the top of the post is 6mm


above ground level.

5.
Set outer post in the centre of the 300mm square hole ensuring it is vertical and the top


edge is 6mm above the ground and the lid to close in same direction as traffic.

6.
Fill sides of the hole with chippings to a depth of 300mm from the top of the hole, 


ie. 50mm below the flanges on the outer post.

7.
Fill remainder of the hole with concrete using 3 parts chippings, 2 parts sand and 


1 part cement.

8.
After smoothing the top of the concrete with a trowel, make sure that the post lid can


fold back level with the ground.

9.
The post should be left in the down position until the concrete dries (approx. 24 hours).

Before commencing with the fitting, great care must be taken to ensure the proposed location hole does not come into contact with any underground services. A cable avoidance tool must be used.
All excavations must be protected by a safety barrier.

atg access accept no liability what-so-ever for any physical or personal damage due to the aforementioned.

If the fitting is not carried out exactly as instructed we accept no liability and any visit to site will be charged for.











